
Product Information

101C
Chopped Strands For Thermoset Reinforcement

Product Description

This chopped strand, made from Advantex® glass, is composed of 
continuous strands manufactured with 101C (silane type) size and 
chopped into 3.2, 4.7, 6.4 and 13 mm lengths. 

101C chopped strand is produced using Advantex® glass fiber. 
Advantex® glass fiber combines the excellent mechanical and 
electrical properties of traditional E-glasses with the acid corrosion 
resistance of E-CR glass.

PRODUCT APPLICATION 
 
101C is designed as a reinforcement for thermoset molding 
compounds used in compression molding applications. 

TECHNICAL CHARACTERISTICS (nominal values)
 

Filament diameter
(µm)

nominal fiber 
length (mm)

loss on ignition (%) Moisture (%)

13.7

3.2

0.80 ≤ 0.1
4.7
6.4
13

Visual Characteristics or Possible Defects 
 
Packages shall be free of contamination caused by dirt, oil, grease, etc., foreign matter, clumps of adherent or tangled strands. No more 
than 1% of the strands by weight in an individual package shall be longer than specified in Technical Characteristics.



This information and data contained herein is offered solely as a guide in the selection of a reinforcement. The information contained in this publication is based on actual laboratory data 
and field test experience. We believe this information to be reliable, but do not guarantee its applicability to the user’s process or assume any responsibility or liability arising out of its 
use or performance. The user agrees to be responsible for thoroughly testing any application to determine its suitability before committing to production. It is important for the user to 
determine the properties of its own commercial compounds when using this or any other reinforcement. Because of numerous factors affecting results, we make no warranty of any 
kind, express or implied, including those of merchantability and fitness for a particular purpose. Statements in this publication shall not be construed as representations or warranties or 
as inducements to infringe any patent or violate any law safety code or insurance regulation.
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PACKAGING 

lengths (mm) Packing 
method

Nominal 
weight (kg)

 boxes per 
pallet

3.2, 4.7, 
6.4

Individual 
Carton boxes 22.7 27

individual 
plastic bags 22.7 44

individual bulk 
carton boxes 613 1

13.0

Individual 
Carton boxes 15.7 27

individual 
plastic bags 15.7 56

 bulk carton 
boxes 1

 
 
labeling

Each individual package shall contain a identification label with 
the following information:

product nomenclature•	
net weight•	
manufacturing date •	

Storage

Glass fiber products must remain in packaging material until 
just prior to its use. The packaging system is designed to allow 
stacking of two pallets. When stacking two high, care should 
be taken to place correctly and smoothly the top pallet. OCVTM 
Reinforcements is not responsible for any damage resulting from 
stacking pallets higher than two high.
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